
CNHF Antenna Tuning Unit

The CNHF Antenna Tuning Unit (ATU) is a ruggedised, externally mountable 
antenna matching unit designed to optimise HF and VHF transceiver 

performance across multiple antenna types. 

The ATU provides impedance matching for 
whip, dipole and long-wire antennas, with 
additional support for loop antennas. It 
typically tunes to a VSWR of 1.5:1 or better 
to reduce reflected power and improve RF 
efficiency. 

The ATU supports the full CNHF Manpack 
frequency coverage across HF and VHF 
and is power-rated to match CNHF Power 
Amplifier Unit (PAU) output levels.  

Part number: KNL-4001-H002 
Product name: CNHF Antenna Tuning Unit  
NSN: - 
Commodity code: -

The ATU provides three RF outputs: a 
high-voltage output for whip antennas, 
and two 50-ohm N-type outputs that 
support antenna configurations for HF, 
VHF, or combined HF+VHF operation.
The unit is powered from 28 VDC supply 
with MIL-STD-1275 compliant input 
protection. Control and fault diagnostics 
are provided via an RS-485 interface, 
enabling integration with supported CNHF 
transceivers.
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TECHNICAL SPECIFICATIONS - GENERAL

Compatibility KNL-2001 CNHF-MP1 transceiver  
KNL-1001 CNHF1 transceiver Dimensions with handles 213mm (H) x 186mm (W) x  

391mm (D)

Frequency range HF: 1.5 - 30 MHz, VHF 30 - 54 MHz Weight ~10 kg              

Antenna types
4 to 10 m whip antennas 
wire antennas 
dipole antennas

Cooling Passive heatsink cooling

Antenna match-
ing capabilty Typical VSWR tuned to 1:1.5 Mounting Mounting to base with bolts

RF input power 
rating Up to 250 W (PEP) Material Aluminium & Stainless Steel

Power input 28 VDC Colour Military green

INTERFACES

RF Input N connector (female) 50 ohm   Remote capability
Up to 20 metres separation 
between the transceiver and the 
antenna tuning unit.

RF Output

ANT HV OUT: Threaded stud with 
insulator 
ANT 50Ω OUT 1: N connector (female) 
50 ohm 
ANT 50Ω OUT 2: N connector (female) 
50 ohm   

Other interfaces
RS-485 serial line for antenna
28VDC power input
Grounding point

Control inter-
face RS-485 serial line

ENVIRONMENTAL & STANDARDS

Operational temperature range -40...+55 °C

Environmental standards MIL-STD-810H

EMC standards MIL-STD-461G

Power supply MIL-STD-1275
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